MANAGEMENT OF HEALTH AND SAFETY AT WORK REGULATIONS 1999
GENERAL RISK ASSESSMENT - FORM RA2

	DEPARTMENT/SCHOOL/UNIT 
	School Risk Assessment
	  REF NO.
	RA 1003


	TASK/OPERATION BEING ASSESSED 
	Rockets, particularly Estes rockets


	PURPOSE/METHOD OF WORK 


	To demonstrate the launching of a rocket.
1. The solid fuel explosive can be fitted to the rock by a pupil, but this must be supervised by a teacher or technician, to ensure that each rocket only has one explosive.

2. The detonator must be fixed by a teacher or technician – the rocket is now dangerous.

3. The rocket must be fired one at a time. 

4. The rocket must be launched using the correct control box. 

5. All pupils, technicians and teachers must be behind the launch pad during ignition.

6. The firing sequence stated in the rock manual must be used along with their guidance.




	SPECIFIC LEGISLATIVE REQUIREMENTS 
	
	LEVEL OF SKILL/TRAINING REQUIRED 

	Health & Safety at Work etc. Act

Management of Health & Safety at Work Regulations

Provision and Use of Work Equipment Regulations

Manual Handling Operations Regulations

Electricity at Work Regulations


	
	Teacher or technician.
Have read the risk assessment.


	CHEMICALS/MATERIALS INVOLVED 
	HSC NO.
	ASSESSMENT DATE
	
	SPECIFIC WORK EQUIPMENT PROVIDED 

	
	
	
	
	


	MAIN HAZARDS IDENTIFIED 
	WHO WILL BE AFFECTED 
	CONTROL MEASURES TO REDUCE THE RISK 

	Burns
Poked eye
	Operator
Pupil, teacher, technician
	Only teachers should fit detonators. Only one rocket is to be held by one person at any one time. All persons are to stand well back, away from the direction of firing. Rockets should be fired at the soonest possible moment after the detonator has been installed.
The ‘safety end’ must be kept on the launch pad, until it is in place. The rocket should be loaded from behind the launch pad. Everyone should be standing behind the rocket once it is on the launch pad and until it has landed.


	MANUAL HANDLING RISK 
	
	PERSONAL PROTECTIVE EQUIPMENT REQUIRED 

	Has a manual handling risk been identified?                NO

Is the risk considered to be                                           Low
Is a further detailed assessment required?                    NO
	
	

	If the answer to the above question is YES a separate manual handling assessment will be required to fulfil the requirements of the Manual Handling Operations Regulations 1992.
	
	Is training and instruction required                                  No
Is there need for special accommodation                         NO

Is there need for test/examination                                    No
Is all P. P. E. compatible                                                  NO


	FREQUENCY OF MONITORING 
	
	ASSESSMENT REVIEW PERIOD

	   N/A
	 3 Months
	6 Months
	 1 Year
	   > 1 Year
	
	 < 1 Year
	 2 Years
	 3 Years
	 4 Years
	 > 4 Years

	
	
	
	
	
	
	
	
	
	
	


Signed ------------------------------------------------------------------------------------------
Post/Title ------------------------------------------------------------

Date --------------------------------------------------------------------------------------------

